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NikolaTesla Flame
Looking to cook in a safe, innovative way, with cutting-edge features,

functions and technology? Here's the solution you've been looking for.

Design by  Design Fabrizio Crisà

elica.com



Generic Data

WEIGHT (KG)

32.9kg  

WIDTH (CM)

88x51x21cm  

ENERGY CLASS

A+

CUT OUT DIMENSIONS ON TOP
INSTALLATION

84x48,7cm  

MOTOR POWER

7400 WKW

Extraction

AIRFLOW MIN DUCT-OUT

175m³/h  

AIRFLOW BOOST DUCT-OUT

600m³/h  

AIRFLOW FILTERING

155m³/h

AIRFLOW MAX FILTERING

490m³/h  

AIRFLOW BOOST FILTERING

530m³/h  

SUCTION SPEED

5,1m/s

MINIMUM NOISE LEVEL IN DUCT-OUT
MODE

45db(A) - 68db(A)  

MINIMUM NOISE LEVEL IN FILTERING
MODE

49db(A) - 72db(A)  

CONTROLS

Rotative 4V+I

MOTOR POWER

160 W

Cooking

CONTROLS

Rotative  

VOLTAGE

220-240V  

POWER LIMITATION

No

FRONT LEFT COOKING ZONE

Semirapid 1,75kW  

RIGHT FRONT COOKING ZONE

Semirapid 1,75kW  

REAR LEFT COOKING ZONE

Dual 3,5 kW

REAR RIGHT COOKING ZONE

Rapid 3kW
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